
SCHEMATIC

125°C 70 VDC
85°C 100 VDC

-55°C TO +125°C

VOLTAGE
WORKING

CURRENT

TEMP. RANGE
CAPACITANCE

10 AMPS

5000pF  GMV

DC RESISTANCE .01 OHMS MAX.

I.L. PER MIL-STD-220 @ 25°C (NO LOAD)

MHz

dB

MARKING:

BAG:
1250F-054
DATE CODE
QTY./BAG (200 MAX.)

Ø.032 [Ø.82]

.187 [4.75]
HEX.

.093 [2.37]

.312±.031 [7.93±.79]

.216 [5.49]
REF.

.050 [1.27]

.500±.031 [12.70±.79]#8-32UNC-2A

MOUNTING SURFACE

NOTES:
1. SUGGESTED MOUNTING HOLE Ø.173 [Ø4.39]
2. HARDWARE IS INCLUDED
3. MAXIMUM MOUNTING TORQUE:  4 IN-LBS
4. THIS IS A LEAD FREE PRODUCT
5. MAXIMUM REFLOW IS 245°C FOR 5 SECONDS
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OTHERWISE SPECIFIED

CODE IDENT. NO.

Angles ±

0LSP2

Dec.  .x  ±

Dec. .xxx  ±
Dec. .xx  ±

Date
Engr.
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FILTER, SING, BUSHING,
#8-32

THIRD ANGLE
PROJECTION

UNLESS OTHERWISE
SPECIFIED

DIMENSIONS ARE
IN INCHES

[ MILLIMETERS ]

compliant
RoHS

BUSHING FINISH
LEAD FINISH

SILVER
SILVER
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.060 [1.53] MAX.
POTTING RISE

(2 PLCS)
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PART:  F054 M (MEXICO)
F054  (FAIRVIEW)
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